
Lineage Potassium silicate - Water-based inorganic sealer
Coating properties

Coating condition

*Note: The above values are the standard values of the usage amount 
required for coating work.
The standard coating weight depends on individual conditions.

Coating interval

* Basic definition is at 'normal temperature'.
  Always care about the dry condition of the coating film to proceed.

*Note: The above values indicate standards and there may be slight variations.
Characteristic

①Adsolid binds asbestos fibers with a highly permeable special ground preparation and restores surrounding cement strength.
②Adsolid is not sticky and quickly penetrates into building materials containing asbestos, to secure its work efficiency.
③It is an incombustible and water-based inorganic sealer, odorless, which is no burden on the operator and does not affect surrounding
④Since Adsolid does not contain VOC (Volatile Organic Compound), it protects workers' health.

Main application materials
Asbestos Slate

Adopted old coating film
Asbestos Slate

Usage notes
1) When handling, be sure to use proper protective equipment such as protective mask, protective eyewear and gloves.
2) Because the stock solution is strongly alkaline, please do not touch with bare hands.
3) Avoid direct sunlight when storing, please keep at room temperature in the state not to be below 0 ℃.
4) Avoid using it at low temperature (5 ℃ or less) and high humidity (85% or more).
5) Please do not mix with acid due to heat and gels generation avoiding.
6) Please wash the equipment immediately after work is finished to avoid curing when dried.
7) Please refer to SDS (Safety Data Sheet) for details of general precautions concerning the handling of other paints.

※Please note that the contents of this product manual may be changed without notice.
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Undercoat for asbestos slate AdSolid

Items Contents

1 Packaging 18 ㎏

2 Mixing ratio 1 liquid (no dilution)

3 Colour Translucent

4 Gloss ―

5 Odor Odorless

6 Finish ―

7 Specific gravity / density 1.12-1.14 (g/cm3/20℃)
Way of coating Airless spray

8 Solvent specific gravity ―
Dilution ratio No dilution

9 Heated residue 15-21 wt% (115℃ × 90分）Standard coating
amount

(kg / m2 / times)
0.10-0.17 kg / m2 / times 10

15
Classification by ingredients

of curing agent
―

Display of deleterious
substance

―

14 Dangerous Goods Classification by
the Fire Service Law N/A

Type of organic solvent
used

―

Viscosity 2.5-4.5 (mPa・s/20℃)

23℃
13

12
Displayed harmful

substances on labor law
N/A

11

Standard
application interval

min. more than 6hours*

max. 7 days

Temp.
Item


	AdSolid (ENG)

