
Lineage Epoxy modified urethane resin
Coating properties

Coating condition

*Note: The above values are the standard values of the usage amount 
required for coating work.
The standard coating weight depends on individual conditions.

Coating interval

* It is more than 16 hours if the substrate is tin, color tan, aluminum plate.

*Note: The above values indicate standards and there may be slight variations.
Characteristic

①White primer for lifting prevention and PVC coated steel sheet.
②Epoxy-modified urethane resin is a primer with high adhesion and excellent water resistance.
③As it has rust resistance, it can be used for both cement-based and metal-based substrates.
④It suppresses phenomenon of stagnation after coating with other strong solvent coatings.
⑤Reduece transfer of plasticizer at the time of PVC coated steel plate roof coating,
⑥Reduces plasticizer migration in the sealing section.

Main application materials
Concrete, mortar, slate, siding board, extruded plate, steel frame, steel plate, zinc steel plate, stainless steel plate, aluminum plate, 
galvanic steel plate etc

Adopted old coating film
Acrylic resin coating, acrylic alkyd resin coating, polyurethane resin coating, vinyl chloride resin coating, chlorinated rubber resin coating,
Synthetic resin blend coating, double layer, thin pickled, thick pickled finish, spindle-shaped multi-layer finish, exterior thin coating etc
* Note: Not applicable for doweled molten galvanized steel.

Usage notes
1) Due to risk of curing failure, cracking, peeling or contamination of the coating, coating on sealants is not possible in principle.
2) Mix the main and hardener accurately and stir uniformly. The above standard coating amount (or required amount / amount used) does not include diluent.
3) Avoid application when the temperature is low (5 degrees c. or less), humidity (85% or more), and risk of condensation.
4) Avoid application if there is risk of strong wind, rainfall or snowfall. In addition, please be careful about pot life.
5) Protect from sunlight and keep container tightly sealed and store in a well-ventilated place.
6) Confirm in advance that dissolution or lifting of the existing coating does not occur.
7) Be sure to apply the standard coating amount to avoid less effect in preventing stains, plasticizer migration, and 

corrosion resistance, which will occur when the application amount is less.
8) Do not use in places with fire due to its flammable specification. Provide local ventilation in work area and avoid touching the skin.
9) Pay careful attention to the dry condition of the substrate, clean tools with coating thinner as soon as after use.
10) When application, please wear appropriate protective mask, protective gloves, protective glasses, protective clothing.
11) Please refer to SDS (Safety Data Sheet) for details of general precautions concerning the handling of other matters.

※Please note that the contents of this product manual may be changed without notice.
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Undercoat for roof and wall / non-metals Adpowersealer

Items Contents

1 Packaging
16 kg set

(main15 : hardener1)

2 Mixing ratio 2 liquid (15:1)

3 Colour White

4 Gloss ―

5 Odor Solvent odor

6 Finish Smooth

7 Specific gravity / density 1.2-1.5 (g/cm3/23℃)
Way of coating Brush, roller, airless spray

8 Solvent specific gravity ―
Dilution ratio Thinner

(Brush/Roller  0-10%, Airless spray  10-20%) 9 Heated residue 61-73 (%)Standard coating
amount

(kg / m2 / times)

0.08-0.18 kg / m2 / times
(Brush/Roller 0.8-0.16, Airless spray  0.8-0.18) 10

15
Classification by ingredients

of curing agent
Class 4 - 4th species

Display of deleterious
substance

―

14 Dangerous Goods Classification by
the Fire Service Law

Designated combustibles
Flammable liquids

Type of organic solvent used Class 3rd species

Viscosity 1350 ± 650 (mPa・s/23℃)

23℃
13

12
Displayed harmful

substances on labor law

Ethanol, ethylbenzene, xylene, titanium oxide,
high-boiling aromatic naphtha, low-boiling

aromatic naphtha, trimethylbenzene (mixture),
mineral spirits

11

Standard application
interval

min. 16hours

max. 7 days

Temp.
Item
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