
Lineage Acrylic resin copolymer
Coating properties

Coating condition

*Note: The above values are the standard values of the usage amount 
required for coating work.
The standard coating weight depends on individual conditions.

Coating interval

pH: 7.9-8.9

*Note: The above values indicate standards and there may be slight variations.
Characteristic

①It has stretchability and strength that exceeds the performance of conventional acrylic rubber based waterproofing materials.
②It also contributes to the reduction of the rain noise.
③Good adhesion to Adgreencoat, and effective for heat shielding + waterproofing measures.
④It also has anti-corrosion effect and contributes to building protection by using it with an appropriate primer.
⑤Low tack, excellent in workability and improved in construction.

Main application materials
Steel plate, galvanized steel, corrugated slate, ALC etc

Adopted old coating film
MultiPrimer EP, AquaSabinon, AdSabinon

Usage notes
1) Remove the rusted part carefully using a sander, wire brush, abrasive paper, etc. on both sides, and deal cap-hook bolt if necessary.
2) Wipe off oils and fats with thinner, remove contamination on surface of substrate should be thoroughly cleaned.

And apply after drying.
3) Stir thoroughly with a stirrer just before use.
4) Use in a well-ventilated area and do not use it for anything other than its intended purpose.
5) Keep in shade with tight lid, avoid direct sunlight and rain, and dispose of in accordance with regulations of each local government.
6) Do not apply if temperature is below 5 degrees c., and humidity is over 85% and the weather may cause condensation.
7) In principle, the process interval is set at normal temperature, and check dry condition of coating at low temperature or 

high humidity before proceeding to the next process.
8) Do not apply if there is a forecast of rainfall, snowfall or thick fog within 24 hours after application.
9) When application, please wear appropriate protective mask, protective gloves, protective glasses, protective clothing.
10) Please refer to SDS (Safety Data Sheet) for details of general precautions concerning the handling of other matters.

※Please note that the contents of this product manual may be changed without notice.
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1 Packaging 16 ㎏

2 Mixing ratio 1 liquid

Intermediate coat for roof metals / waterproof BariStop

Items Contents

3 Colour White

4 Gloss ―

5 Odor A slight odor

6 Finish Smooth

7 Specific gravity / density 1.36-1.46 (g/cm3/23℃)
Way of coating Brush, roller, airless spray

8 Solvent specific gravity ―
Dilution ratio 0-5% (water)

9 Heated residue 66-72 (%)Standard coating
amount

(kg / m2 / times)
0.3-0.5 kg / m2 / times 10

15
Classification by ingredients

of curing agent
―

Display of deleterious
substance

―

14 Dangerous Goods Classification by
the Fire Service Law N/A

Type of organic solvent
used

―

Viscosity 28,700 ± 5,000 (mPa・s/23℃)

23℃
13

12
Displayed harmful

substances on labor law
N/A

11

Standard application
interval

min. 5 hours

max. 7 days

Temp.
Item
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